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Brass One Touch-in Fitting

Stud:

Ordering Code

O-Ring: FKM

Male elbow body: Brass

Brass

+

Release button: Brass

Seal: Special FKM

I
Male elbow

VMPC

Series code

1Is09001 CE

* The main and auxiliary components of the pneumatic tubing fittings are
made of brass.

* These fittings offer excellent flame resistance, heat resistance,
and spatter protection.

*When connecting or disconnecting tubing, simply press down the release
sleeve to insert or remove the tube easily without causing damage.

* For straight, tee, and cross fittings, once installed, the fitting body can

Specifications

be rotated to conveniently adjust the tubing direction.

Working medium Air, Water

Working pressure 0to 1.0MPa

Vacuum pressure -100kPa
Working temperature 0to60°C

08

Tube outside

Brass One Touch-in Fitting

02

04:4mm 5/32":5/32"
06-6mm  3/16" 3/16" M5: M5X0.8 GO1:1/8"BSP  1/8"N: 1/8"NPT
08: 8mm  1/4" 1/4" M6:M6X 1.0 GO02: 1/4"BSP  1/4"N: 1/4"NPT
40: (Ommis 165 16s 01:1/8"PT  GO03:3/8"BSP  3/8"N: 3/8"NPT
12: 12mm 3/8": 3/8" 02:1/4"PT  GO04:1/2"BSP  1/2"N: 1/2"NPT
14:14mm 1/2": 1/2" il
16: 16mm 04:1/2"PT
m Tube Size
Code 4 6 8 10 12 14 16 5/132 3/16 1/14 5/16 3/8 1/2
Tube Outside | P4 D6 »8 D10 | P12 | D14 | P16 | ®5/32 | D3/16 | D1/14 | D5/16 | P3/8 D1/2

|
_|
>0
=
o®
)
a

Code

M10

M12

M14

M16

M20

Thread

M5x0. 8

M6x1.0

M8x1

.0 M10x1.0

M12x1. 25

M14x1. 5

M16x1. 5

M20x1. 5

Code

01

02

03

04

06

Code

GO01

G02

GO03

G04

G06

Thread

R1/8

R1/4

R3/8

R1/2

R3/4

Thread

G1/8

G1/4

G3/8

G1/2

G3/4

Code

u10

01N

02N

03N

04N

06N

Thread

10-32UNF

NPT1/8

NPT1/4

NPT3/8

NPT1/2

NPT3/4
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Brass One Touch-in Fitting

VMPC

VMPOC

VMPL

VMPCF
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Model(®D-T)

Tube(Metric)-Thread(R)

Tube(Inch)-Thread(R)

Tube(Inch)-Thread(NPT)

VMPC04-M5 VMPC10-02 VMPC1/8-01 VMPC5/16-03 | VMPC1/8-01N | VMPC5/16-01N
VMPC04-01 VMPC10-03 VMPC1/8-02 VMPC5/16-04 | VMPC1/8-02N | VMPC5/16-02N
VMPCO04-02 VMPC10-04 VMPC3/16-01 VMPC3/8-01 VMPC5/32-01N | VMPC5/16-03N
VMPC06-M5 VMPC12-02 VMPC3/16-02 VMPC3/8-02 | VMPC5/32-02N | VMPC5/16-04N
VMPCO06-01 VMPC12-03 VMPC3/16-03 VMPC3/8-03 | VMPC3/16-01N | VMPC3/8-01N
VMPC06-02 VMPC12-04 VMPC1/4-01 VMPC3/8-04 | VMPC3/16-02N | VMPC3/8-02N
VMPCO08-01 VMPC16-03 VMPC1/4-02 VMPC1/2-02 | VMPC3/16-03N | VMPC3/8-03N
VMPC08-02 VMPC16-04 VMPC1/4-03 VMPC1/2-03 VMPC1/4-01N | VMPC3/8-04N
VMPCO08-03 VMPC1/4-04 VMPC1/2-04 VMPC1/4-02N | VMPC1/2-02N
VMPCO08-04 VMPC5/16-01 VMPC1/4-03N | VMPC1/2-03N
VMPC10-01 VMPC5/16-02 VMPC1/4-04N | VMPC1/2-04N
Model(®D-T)

Tube(Metric)-Thread(R)

Tube(Inch)-Thread(R)

Tube(Inch)-Thread(NPT)

VMPOCO04-M5

VMPOC10-02

VMPOC1/8-01

VMPOC5/16-03

VMPOC1/8-01N

VMPOC5/16-01N

VMPOCO04-01

VMPOC10-03

VMPOC1/8-02

VMPOC5/16-04

VMPOC1/8-02N

VMPOC5/16-02N

VMPOCO04-02

VMPOC10-04

VMPOC3/16-01

VMPOC3/8-01

VMPOC5/32-01N

VMPOC5/16-03N

VMPOCO06-M5

VMPOC12-02

VMPOC3/16-02

VMPOC3/8-02

VMPOC5/32-02N

VMPOC5/16-04N

VMPOCO06-01

VMPOC12-03

VMPOC3/16-03

VMPOC3/8-03

VMPOC3/16-01N

VMPOC3/8-01N

VMPOCO06-02

VMPOC12-04

VMPOC1/4-01

VMPOC3/8-04

VMPOC3/16-02N

VMPOC3/8-02N

VMPOCO08-01

VMPOC1/4-02

VMPOC1/2-02

VMPOC3/16-03N

VMPOC3/8-03N

VMPOCO08-02

VMPOC1/4-03

VMPOC1/2-03

VMPOC1/4-01N

VMPOC3/8-04N

VMPOCO08-03

VMPOC1/4-04

VMPOC1/2-04

VMPOC1/4-02N

VMPOC1/2-02N

VMPOCO08-04

VMPOC5/16-01

VMPOC1/4-03N

VMPOC1/2-03N

VMPOC10-01

VMPOC5/16-02

VMPOC1/4-04N

VMPOC1/2-04N

Model(®D-T)

Tube(Metric)-Thread(R)

Tube(Inch)-Thread(R)

Tube(Inch)-Thread(NPT)

VMPLO04-M5 VMPL10-02 VMPL1/8-01 VMPL5/16-03 VMPL1/8-01N | VMPL5/16-01N
VMPL04-01 VMPL10-03 VMPL1/8-02 VMPL5/16-04 VMPL1/8-02N | VMPL5/16-02N
VMPL04-02 VMPL10-04 VMPL3/16-01 VMPL3/8-01 VMPL5/32-01N | VMPL5/16-03N
VMPL06-M5 VMPL12-02 VMPL3/16-02 VMPL3/8-02 VMPL5/32-02N | VMPL5/16-04N
VMPL06-01 VMPL12-03 VMPL3/16-03 VMPL3/8-03 VMPL3/16-01N | VMPL3/8-01N
VMPL06-02 VMPL12-04 VMPL1/4-01 VMPL3/8-04 VMPL3/16-02N VMPL3/8-02N
VMPL08-01 VMPL16-03 VMPL1/4-02 VMPL1/2-02 VMPL3/16-03N | VMPL3/8-03N
VMPL08-02 VMPL16-04 VMPL1/4-03 VMPL1/2-03 VMPL1/4-01N VMPL3/8-04N
VMPL08-03 VMPL1/4-04 VMPL1/2-04 VMPL1/4-02N VMPL1/2-02N
VMPL08-04 VMPL5/16-01 VMPL1/4-03N VMPL1/2-03N
VMPL10-01 VMPL5/16-02 VMPL1/4-04N VMPL1/2-04N
Model(®D-T)

Tube(Metric)-Thread(R)

Tube(Metric)-Thread(G)

Tube(Inch)-Thread(NPT)

VMPCF04-M5

VMPCF10-01

VMPCF04-G01

VMPCF10-G01

VMPCF5/32-01N

VMPCF5/16-03N

VMPCF04-01

VMPCF10-02

VMPCF04-G02

VMPCF10-G02

VMPCF5/32-02N

VMPCF5/16-04N

VMPCF04-02

VMPCF10-03

VMPCF06-G01

VMPCF10-G03

VMPCF3/16-01N

VMPCF3/8-02N

VMPCF06-M5

VMPCF10-04

VMPCF06-G02

VMPCF10-G04

VMPCF3/16-02N

VMPCF3/8-03N

VMPCF06-01

VMPCF12-02

VMPCF06-G03

VMPCF12-G01

VMPCF1/4-01N

VMPCF3/8-04N

VMPCF06-02

VMPCF12-03

VMPCF06-G04

VMPCF12-G02

VMPCF1/4-02N

VMPCF1/2-02N

VMPCF08-01

VMPCF12-04

VMPCF08-G01

VMPCF12-G03

VMPCF1/4-03N

VMPCF1/2-03N

VMPCF08-02

VMPCF16-03

VMPCF08-G02

VMPCF12-G04

VMPCF1/4-04N

VMPCF1/2-04N

VMPCF08-03

VMPCF16-04

VMPCF08-G03

VMPCF5/16-01N

VMPCF08-04

VMPCF08-G04

VMPCF5/16-02N
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1Is09001 CE

VMPLF |

Model(®D-T)
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Brass One Touch-in Fitting

Tube(Metric)-Thread(R)

Tube(Metric)-Thread(G)

Tube(Inch)-Thread(NPT)

VMPLF04-01

VMPLF08-04

VMPLF04-G01

VMPLF08-G04

VMPLF5/32-01N

VMPLF5/16-04N

VMPLF04-02

VMPLF10-01

VMPLF04-G02

VMPCF10-GO01

VMPLF5/32-02N

VMPLF3/8-01N

VMPLF06-01

VMPLF10-02

VMPLF06-G01

VMPCF10-G02

VMPLF3/16-01N

VMPLF3/8-02N

VMPLF06-02

VMPLF10-03

VMPLF06-G02

VMPCF10-G03

VMPLF3/16-02N

VMPLF3/8-03N

VMPLF06-03

VMPLF10-04

VMPLF06-G03

VMPCF10-G04

VMPLF1/4-01N

VMPLF3/8-04N

VMPLF06-04

VMPLF12-01

VMPLF06-G04

VMPCF12-G01

VMPLF1/4-02N

VMPLF1/2-01N

VMPLF08-01

VMPLF12-02

VMPLF08-G01

VMPCF12-G02

VMPLF5/16-01N

VMPLF1/2-02N

VMPLF08-02

VMPLF12-03

VMPLF08-G02

VMPCF12-G03

VMPLF5/16-02N

VMPLF1/2-03N

VMPLF08-03

VMPLF12-04

VMPLF08-G03

VMPCF12-G04

VMPLF5/16-03N

VMPLF1/2-04N

VMPMF |

Model(®D-T)

Tube(Metric)-Thread(R)

Tube(Metric)-Thread(G)

Tube(Inch)-Thread(NPT)

VMPMF04-01

VMPMF08-04

VMPMF04-G01

VMPMF08-G04

VMPMF5/32-01N

VMPMF5/16-02N

VMPMF04-02

VMPMF10-01

VMPMF04-G02

VMPMF10-G01

VMPMF5/32-02N

VMPMF5/16-03N

VMPMF06-01

VMPMF10-02

VMPMF06-G01

VMPMF10-G02

VMPMF3/16-01N

VMPMF5/16-04N

VMPMF06-02

VMPMF10-03

VMPMF06-G02

VMPMF10-G03

VMPMF3/16-02N

VMPMF3/8-02N

VMPMF06-03

VMPMF10-04

VMPMF06-G03

VMPMF10-G04

VMPMF1/4-01N

VMPMF3/8-03N

VMPMF06-04

VMPMF12-01

VMPMF06-G04

VMPMF12-G01

VMPMF 1/4-02N

VMPMF3/8-04N

VMPMF08-01

VMPMF12-02

VMPMF08-G01

VMPMF12-G02

VMPMF1/4-03N

VMPMF1/2-02N

VMPMF08-02

VMPMF12-03

VMPMF08-G02

VMPMF12-G03

VMPMF1/4-04N

VMPMF1/2-03N

VMPMF08-03

VMPLF12-04

VMPMF08-G03

VMPMF12-G04

VMPMF5/16-01N

VMPMF1/2-04N

VMPB |

VMPFB |

Model(®D-T)
Tube(Metric)-Thread(R) Tube(Inch)-Thread(R) Tube(Inch)-Thread(NPT)
VMPB04-M5 VMPB10-02 VMPB1/8-01 VMPB5/16-03 VMPB1/8-01N | VMPB5/16-01N
VMPB04-01 VMPB10-03 VMPB1/8-02 VMPB5/16-04 VMPB1/8-02N | VMPB5/16-02N
VMPB04-02 VMPB10-04 VMPB3/16-01 VMPB3/8-01 VMPB5/32-01N | VMPB5/16-03N
VMPB06-M5 VMPB12-02 VMPB3/16-02 VMPB3/8-02 VMPB5/32-02N | VMPB5/16-04N
VMPB06-01 VMPB12-03 VMPB3/16-03 VMPB3/8-03 | VMPB3/16-01N | VMPB3/8-01N
VMPB06-02 VMPB12-04 VMPB1/4-01 VMPB3/8-04 VMPB3/16-02N | VMPB3/8-02N
VMPB08-01 VMPB16-03 VMPB1/4-02 VMPB1/2-02 | VMPB3/16-03N | VMPB3/8-03N
VMPB08-02 VMPB16-04 VMPB1/4-03 VMPB1/2-03 VMPB1/4-01N VMPB3/8-04N
VMPB08-03 VMPB1/4-04 VMPB1/2-04 VMPB1/4-02N | VMPB1/2-02N
VMPB08-04 VMPB5/16-01 VMPB1/4-03N VMPB1/2-03N
VMPB10-01 VMPB5/16-02 VMPB1/4-04N | VMPB1/2-04N

Model(®D-T)

Tube(Metric)-Thread(R)

Tube(Metric)-Thread(G)

Tube(Inch)-Thread(NPT)

VMPFB04-01

VMPFB08-04

VMPFB04-G01

VMPFB08-G04

VMPFB5/32-01N

VMPFB5/16-02N

VMPFB04-02

VMPFB10-01

VMPFB04-G02

VMPFB10-GO1

VMPFB5/32-02N

VMPFB5/16-03N

VMPFB06-01

VMPFB10-02

VMPFB06-GO01

VMPFB10-G02

VMPFB3/16-01N

VMPFB5/16-04N

VMPFB06-02

VMPFB10-03

VMPFB06-G02

VMPFB10-G03

VMPFB3/16-02N

VMPFB3/8-01N

VMPFB06-03

VMPFB10-04

VMPFB06-G03

VMPFB10-G04

VMPFB1/4-01N

VMPFB3/8-02N

VMPFB06-04

VMPFB12-01

VMPFB06-G04

VMPFB12-G01

VMPFB1/4-02N

VMPFB3/8-03N

VMPFB08-01

VMPFB12-02

VMPFB08-G01

VMPFB12-G02

VMPFB1/4-03N

VMPFB1/2-02N

VMPFB08-02

VMPFB12-03

VMPFB08-G02

VMPFB12-G03

VMPFB1/4-04N

VMPFB1/2-03N

VMPFB08-03

VMPFB12-04

VMPFB08-G03

VMPFB12-G04

VMPFB5/16-01N

VMPFB1/2-04N

VMPD Model(®PD-T)
Tube(Metric)-Thread(R) Tube(Ilnch)-Thread(R) Tube(Inch)-Thread(NPT)
VMPDO04-M5 VMPD10-02 VMPD1/8-01 VMPD5/16-03 | VMPD1/8-01N | VMPD5/16-01N
& VMPD04-01 VMPD10-03 VMPD1/8-02 VMPD5/16-04 | VMPD1/8-02N | VMPD5/16-02N
o VMPDO04-02 VMPD10-04 VMPD3/16-01 VMPD3/8-01 | VMPD5/32-01N | VMPD5/16-03N
\% ’ VMPD06-M5 VMPD12-02 VMPD3/16-02 VMPD3/8-02 | VMPD5/32-02N | VMPD5/16-04N
‘ﬁé VMPDO06-01 VMPD12-03 VMPD3/16-03 VMPD3/8-03 | VMPD3/16-01N | VMPD3/8-01N
VMPDO06-02 VMPD12-04 VMPD1/4-01 VMPD3/8-04 | VMPD3/16-02N | VMPD3/8-02N
VMPDO08-01 VMPD16-03 VMPD1/4-02 VMPD1/2-02 | VMPD3/16-03N | VMPD3/8-03N
VMPDO08-02 VMPD16-04 VMPD1/4-03 VMPD1/2-03 VMPD1/4-01N | VMPD3/8-04N
VMPDO08-03 VMPD1/4-04 VMPD1/2-04 VMPD1/4-02N | VMPD1/2-02N
VMPDO08-04 VMPD5/16-01 VMPD1/4-03N | VMPD1/2-03N
VMPD10-01 VMPD5/16-02 VMPD1/4-04N | VMPD1/2-04N
VMPX Model(®D-T)
Tube(Metric)-Thread(R) Tube(Inch)-Thread(R) Tube(Inch)-Thread(NPT)
VMPX04-M5 VMPX10-02 VMPX1/8-01 VMPX3/8-03 VMPX1/8-01N | VMPX3/8-01N
VMPX04-M6 VMPX10-03 VMPX1/8-02 VMPX3/8-04 VMPX1/8-02N | VMPX3/8-02N
VMPX04-01 VMPX10-04 VMPX3/16-01 VMPX1/2-02 | VMPX5/32-01N | VMPX3/8-03N
VMPX04-02 VMPX12-01 VMPX3/16-02 VMPX1/2-03 | VMPX5/32-02N | VMPX3/8-04N
VMPX06-M5 VMPX12-02 VMPX3/16-03 VMPX1/2-04 | VMPX3/16-01N | VMPX1/2-02N
VMPX06-M6 VMPX12-03 VMPX1/4-01 VMPX3/16-02N | VMPX1/2-03N
VMPX06-01 VMPX12-04 VMPX1/4-02 VMPX3/16-03N | VMPX1/2-04N
VMPX06-02 VMPX14-01 VMPX1/4-03 VMPX1/4-01N
VMPX06-03 VMPX14-02 VMPX1/4-04 VMPX1/4-02N
VMPX06-04 VMPX14-03 VMPX5/16-01 VMPX1/4-03N
VMPX08-01 VMPX14-04 VMPX5/16-02 VMPX1/4-04N
VMPX08-02 VMPX16-01 VMPX5/16-03 VMPX5/16-01N
VMPX08-03 VMPX16-02 VMPX5/16-04 VMPX5/16-02N
VMPX08-04 VMPX16-03 VMPX3/8-01 VMPX5/16-03N
VMPX10-01 VMPX16-04 VMPX3/8-02 VMPX5/16-04N
VMSC Model(®D-T)
Tube(Metric)-Thread(R) Tube(Inch)-Thread(R) Tube(Inch)-Thread(NPT)
VMSC04-M5 VMSC10-03 VMSC1/8-01 VMSC5/16-03 | VMSC1/8-01N | VMSC5/16-01N
VMSC04-01 VMSC10-04 VMSC1/8-02 VMSC5/16-04 | VMSC1/8-02N | VMSC5/16-02N
VMSC04-02 VMSC12-03 VMSC3/16-01 VMSC3/8-01 | VMSC5/32-01N | VMSC5/16-03N
VMSC06-M5 VMSC12-04 VMSC3/16-02 VMSC3/8-02 | VMSC5/32-02N | VMSC5/16-04N
VMSC06-01 VMSC3/16-03 VMSC3/8-03 | VMSC3/16-01N | VMSC3/8-01N
VMSC06-02 VMSC1/4-01 VMSC3/8-04 | VMSC3/16-02N | VMSC3/8-02N
VMSC08-01 VMSC1/4-02 VMSC1/2-02 | VMSC3/16-03N | VMSC3/8-03N
VMSC08-02 VMSC1/4-03 VMSC1/2-03 VMSC1/4-01N | VMSC3/8-04N
VMSCO08-03 VMSC1/4-04 VMSC1/2-04 VMSC1/4-02N | VMSC1/2-02N
VMSCO08-04 VMSC5/16-01 VMSC1/4-03N | VMSC1/2-03N
VMSC10-02 VMSC5/16-02 VMSC1/4-04N | VMSC1/2-04N
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VMPC-G

VMPD-G

VMSC-G
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Model(®D-T)

Tube(Metric)-Thread(G)

VMPC04-G01 | VMPC10-G02
VMPC04-G02 | VMPC10-G03
VMPC06-G01 | VMPC10-G04
VMPC06-G02 | VMPC12-G02
VMPC06-G03 | VMPC12-G03
VMPC06-G04 | VMPC12-G04
VMPC08-G01 | VMPC14-G03
VMPC08-G02 | VMPC14-G04
VMPC08-G03 | VMPC16-G03
VMPC08-G04 | VMPC16-G04
VMPC10-G01
Model(®D-T)

Tube(Metric)-Thread(G)

VMPDO04-G01 | VMPD10-G02
VMPD04-G02 VMPD10-G03
VMPDO06-G01 | VMPD10-G04
VMPD06-G02 VMPD12-G02
VMPD06-G03 | VMPD12-G03
VMPDO06-G04 VMPD12-G04
VMPDO08-G01 | VMPD14-G03
VMPD08-G02 | VMPD14-G04
VMPD08-G03 | VMPD16-G03
VMPD08-G04 | VMPD16-G04
VMPD10-G01
Model(®PD-T)
Tube(Metric)-Thread(G)

VMSC04-G01 VMSC10-G02
VMSC04-G02 VMSC10-G03
VMSC06-G01 VMSC10-G04
VMSC06-G02 VMSC12-G02
VMSC06-G03 VMSC12-G03
VMSC06-G04 VMSC12-G04
VMSC08-G01 VMSC14-G03
VMSC08-G02 VMSC14-G04
VMSC08-G03 VMSC16-G03
VMSC08-G04 VMSC16-G04
VMSC10-G01

VMPL-G

VMPB-G

VMPEG

1Is09001 CE

Model(®D-T)

Tube(Metric)-Thread(G)

VMPL04-G01 | VMPL10-G02
VMPL04-G02 | VMPL10-G03
VMPL06-G01 | VMPL10-G04
VMPL06-G02 | VMPL12-G02
VMPL06-G03 | VMPL12-G03
VMPL06-G04 | VMPL12-G04
VMPL08-G01 | VMPL14-G03
VMPL08-G02 | VMPL14-G04
VMPL08-G03 | VMPL16-G03
VMPL08-G04 | VMPL16-G04
VMPL10-G01
Model(®D-T)

Tube(Metric)-Thread(G)

VMPB04-G01 VMPB10-G02
VMPB04-G02 VMPB10-G03
VMPB06-G01 VMPB10-G04
VMPB06-G02 VMPB12-G02
VMPB06-G03 VMPB12-G03
VMPB06-G04 VMPB12-G04
VMPB08-G01 VMPB14-G03
VMPB08-G02 VMPB14-G04
VMPB08-G03 VMPB16-G03
VMPB08-G04 VMPB16-G04
VMPB10-G01
Model(®PD-T)

Tube(Inch)-Thread(R) | Tube(lnch)-Thread(NPT)
VMPEG06-04 | VMPEG1/4-5/32
VMPEG08-04 |[VMPEG5/16-5/32
VMPEG08-06 |VMPEG5/16-1/4
VMPEG10-06 | VMPEG3/8-1/4
VMPEG10-08 | VMPEG3/8-5/16
VMPEG12-06 VMPEG1/2-1/4
VMPEG12-08 | VMPEG1/2-5/16
VMPEG12-10 VMPEG1/2-3/8

VMPEGO08-1/4

VMPEG10-1/4

VMPEG10-5/16

VMPEG12-1/4

VMPEG12-5/16

VMPEG12-3/8

1s09001 CE

Brass One Touch-in Fitting

VMPU

VMPY

VMPM

VMPG

“@ \ PNEUMATIC®

VMPV

VMPGJ

Model(®D)
VMPU04 VMPU5/32
VMPU06 VMPU3/16
VMPU08 VMPU1/4
VMPU10 VMPU5/16
VMPU12 VMPU3/8
VMPU14 VMPU1/2
VMPU16
VMPU1/8

Model(®D)
VMPEO04 VMPE5/32
VMPEO06 VMPE3/16
VMPEO08 VMPE1/4
VMPE10 VMPE5/16
VMPE12 VMPE3/8
VMPE14 VMPE1/2
VMPE16
VMPE1/8

Model(®D)
VMPYO04 VMPY5/16
VMPY06 VMPY3/8
VMPYO08 VMPY1/2
VMPY10
VMPY12

VMPY5/32
VMPY3/16
VMPY1/4

Model(®D)
VMPMO04 VMPM5/16
VMPMO06 VMPM3/8
VMPMO08 VMPM1/2
VMPM10
VMPM12

VMPM5/32
VMPM3/16
VMPM1/4

N,

VMPZA

Model(®D)
VMPG06-04
VMPGO08-06
VMPG10-08
VMPG12-10
VMPG14-12
VMPG16-14
Model(®D)

VMPV04 VMPV5/32

VMPV06 VMPV3/16

VMPV08 VMPV1/4

VMPV10 VMPV5/16

VMPV12 VMPV3/8

VMPV14 VMPV1/2

VMPV16

VMPV1/8

Model(®D-T) |

Tube(Inch)-Thread(R) | Tube(Inch)-Thread(NPT)
VMPGJ06-04 | VMPGJ1/4-5/32
VMPGJ08-04 |VMPGJ5/16-5/32
VMPGJ08-06 | VMPGJ5/16-1/4
VMPGJ10-06 VMPGJ3/8-1/4
VMPGJ10-08 | VMPGJ3/8-5/16
VMPGJ12-06 VMPGJ1/2-1/4
VMPGJ12-08 VMPGJ1/2-5/16
VMPGJ12-10 VMPGJ1/2-3/8

VMPGJ08-1/4

VMPGJ10-1/4

VMPGJ10-5/16

VMPGJ12-1/4

VMPGJ12-5/16

VMPGJ12-3/8

Mode

I(®D)

VMPZA04

VMPZA5/16

VMPZAO06

VMPZA3/8

VMPZAO08

VMPZA1/2

VMPZA10

VMPZA12

VMPZA5/32

VMPZA3/16

VMPZA1/4
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